
  
 
 

 
 

 
OWENS CORNING CANADA 

 
 

PINK Extruded Polystyrene Rigid Insulation (R-5/inch) 
 

Extruded Polystyrene Rigid Insulations  Standards CCMC 

 FOAMULAR® C-300 Type 4 30 lb/in² CAN-ULC-S701 No. 13430-L 

 FOAMULAR® C-200 Type 3 20 lb/in² CAN-ULC-S701 No. 13431-L 

 FOAMULAR® CodeBord® Type 3 20 lb/in² CAN-ULC-S701 No. 13431-L 

 FOAMULAR® Cel-Lok® Type 3 20 lb/in² CAN-ULC-S701 No. 13431-L 

 FOAMULAR® 400 Type 4 40 lb/in² CAN-ULC-S701  

 FOAMULAR® 600 Type 4 60 lb/in² CAN-ULC-S701  

 FOAMULAR® 1000 Type 4 100 lb/in² CAN-ULC-S701  

 FOAMULAR® 350 Type 4 35 lb/in² CAN-ULC-S701 No. 13430-L 

FOAMULAR® CodeBord™ 
Air Barrier System Type 3 20 lb/in² CAN-ULC-S701 No. 12935-R 

 FOAMULAR® INSULPINK® Type 3 20 lb/in² CAN-ULC-S701 No. 13431-L 
 
 
Codes & Standards Compliance: 
• Meets Montreal Protocol 2010, CFC, HCFC Free 
• Zero Ozone Depletion Potential 
• 70% Less Global Warming Potential* 
 

Pub. No. 300588A. Printed in Canada February. 2011. *The insulation is manufactured with a blowing agent with 70% less global warming 
potential as compared to Owens Corning previous blowing agents. The colour PINK is a registered trademark of Owens Corning. 
© 2011 Owens Corning. All Rights Reserved. 
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